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Die Leitfähigkeitsregelung mit Begrenzerfunktion beruht eben-
falls auf dem Elektronikkonzept der SmartLine-Baureihe. 
Das 4-Stab-Prinzip der Sonde sichert eine hochpräzise Mes-
sung zwischen 0,1 und 10.000 µS/cm. In Verbindung mit den 
IGEMA Regelarmaturen wird damit der Salzgehalt zuverlässig 
zwischen den erlaubten Grenzwerten gehalten.

Der Transmitter TDS711 gibt ein 4 ‒ 20 mA Signal aus, das ohne 
Auswerter direkt in einer SPS verarbeitet werden kann. 
Der Messbereich muss in diesem Fall vorab werkseitig eingestellt 
werden. Eine Veränderung vor Ort ist nicht möglich.

The conductivity control and limiters have also integrated the 
electronic concept of the SmartLine product range. The 
4 rod concept ensures a highly accurate measurement between 
0,1 und 10.000 µS/cm. In collaboration with the IGEMA 
Control valves it keeps the conductivity reliably between the 
required limitations.

The transmitter TDS711 generates a 4 ‒ 20 mA signal that can be 
processed directly in a PLC. There is no additional IGEMA 
controller necessary. However, the measuring range in this case 
must be set in advance at the factory and cannot be changed 
later on site.

Präzise und bedienerfreundlich
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Mit der neuen ClassicLine Baureihe  wurden die erfolgreichen 
IGEMA Füllstandregler und -begrenzer unter Berücksichti-
gung des internationalen Sicherheitsstandards (SIL) optimiert. 
Die konsequente Umstellung auf automatisierte SMD-
Bestückung im eigenen Haus verbindet einen hohen Grad an 
Flexibilität und Wirtschaftlichkeit mit kurzfristiger Verfügbarkeit. 
Bei der Überarbeitung der Baureihe wurde darauf geachtet, 
dass alle Komponenten zu jeder Zeit austauschkompatibel mit 
den vorhandenen Produkten sind. 

Die Niedrig- und Hochwasserbegrenzer mit der zuverlässigen 
permanenten IGEMA-Selbsttestfunktion und redundant 
ausgeführter Hard- und Software benötigen keine Prüftaste 
und können somit ohne manuelle Überprüfung in Systemen 
mit Sicherheitsanforderungen bis SIL3 eingesetzt werden. 
Die Begrenzer der ClassicLine in Verbindung mit den IGEMA 
Niveausonden entsprechen der EG-Richtlinie 97/23/EG (Aus-
rüstungsteil mit Sicherheitsfunktion). Die Konformität (CE-
Zeichen) wird bescheinigt nach Anhang III, Module B+D (Kate-
gorie IV); benannte Stelle NB 0035. 

In die kontinuierliche Niveauregelung DLT2 in Verbindung mit 
der Sonde EC8 wurde das Elektronikkonzept der SmartLine 
integriert. Dadurch wird eine störsichere Signalübertragung 
gewährleistet. Die Leitungslänge ist somit nahezu frei wählbar.

Die IGEMA SmartLine stellt eine konsequente Weiterentwicklung
der erfolgreichen Regelungstechnik dar. Das SmartLine Elek-
tronikkonzept verbindet die digitale CAN-Bustechnologie mit 
einer kompakten und modularen Bauweise von Sonde und 
Elektronik. Das System besteht aus Reglern (SmartControl) und 
Begrenzern (SmartLimiter). 

Die Elektronik für die Vorauswertung der Signale wurde direkt 
im Sondenschaft eingebaut. Die Sonden sind äußerst 
schlank im Aufbau ohne ausbauendes Gehäuse am Kopf. Des-
halb sind sie schnell und einfach zu montieren: Bis zu drei 
Sonden fi nden in einem Flansch Platz. 

Alle IGEMA Sonden arbeiten sicher und zuverlässig, auch bei ho-
hen Umgebungstemperaturen. IGEMA Ingenieure haben hierfür 
eigens ein patentgeschütztes Temperaturkonzept entwickelt. 

Die Datenkommunikation mit den Auswertern ist geschützt ge-
genüber äußeren Störeinfl üssen. Die Auswerter sind ebenfalls 
kompakt im Aufbau und bieten über die dreistellige 7-Segment-
anzeige eine einfache Programmierung direkt am Gerät. 
Durch die hinterlegten Fehlercodes können Störungen schnell 
und effi  zient beseitigt werden. Natürlich lässt sich anhand 
der Anzeige auch der jeweilige Betriebszustand unmittelbar 
ablesen.

With the new ClassicLine product range, IGEMAs successful level 
controllers and limiters have been optimized to meet the 
international Safety Standards (SIL). Further to this, IGEMA has 
internally restructured the production of these parts to reduce 
lead times and increase availability. During the re-design of these 
products, our team focused on ensuring that the new 
ClassicLine is directly compatible with the previous product line 
for the ease of exchanging and upgrading your current 
installments. 

The low and high water limiters with the reliable IGEMA self-
testing function require no test button and can be used for 
applications with SIL3 safety requirements. The limiter of the
ClassicLine in collaboration with an IGEMA level probe 
meets the EG-Richtlinie 97/23/EG (safety accessoires). The 
conformity (CE-Mark) is certifi ed as per Appendix III, Module 
B+D (Category IV); notifi ed body NB 0035. 

For continuous level control the DLT2 in collaboration with the
EC8 Level Probe has integrated the electronic concept of 
the SmartLine. This enables an interference-free signal transmis-
sion for nearly any length of cable connection.

The IGEMA SmartLine represents consistent further development 
of the successful control technology. The SmartLine 
electronic concept combines digital CAN bus technology with a 
compact and modular design of the probe and electronics. 
The system consists of controllers (SmartControl) and limiters 
(SmartLimiter). 

The electronics for the preliminary evaluation of signals have been 
built directly into the shaft of the probe. The probes have an 
extremely slim design with no extended housing on the head. 
This makes them fast and easy to install: Up to three probes 
can fi t into a single fl ange.

All IGEMA probes work safely and are reliable ‒ even at high 
ambient temperatures. IGEMA engineers have developed their 
own patented temperature concept for this. 

Data communication with the evaluators is well-protected from 
external interference. The evaluators are also compact in 
design and have a three-digit 7-segment display allowing easy 
programming directly on the device. Stored error codes 
allow faults to be corrected quickly and effi  ciently. Of course, 
the display can also be used to directly read off  the opera-
ting status. The entire electronics have a simple, modular archi-
tecture that permits almost any expansion: Multiple probes 
with diff erent functions can be combined together. 

Intelligente Kesselüberwachung mit System 
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Zuverlässig und einfach sicher 
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IGEMA SmartLine ‒ SIL3
Füllstand regeln und begrenzen
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